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Abrasion. 


A Digest of Report on Effect of Stone Dust on the Properties of Concrete, by 
A. T. Goldbeck. Report of Sub-Committee IX, Committee C-9, Appendix, 
301. 

Effect of Flat Particles on Concrete-Making Properties of Gravel, by Stanton 
Walker and C. E. Proudley. Report of Committee C-9, Appendix II, 322 


A Note on the Abrasion Test for Silica Brick, by Sandford S. Cole. Report of 
Committee C-8, Appendix II, 288. 

Specifications and Methods of Test of Aggregates. Report of Sub-Committee 
IX, Committee C-9, 298. 

Tentative Specifications for Paving Brick, 628, 

Absorption. 

Specifications and Methods of Test of Aggregates. Report of Sub-Committee 


IX, Committee C-9, 298. 
Tentative Methods of Testing Electrical Porcelain, 738. A Fr 
Tentative Methods of Testing Untreated Insulating Paper, 758. 


_ Accelerated Tests. 

Accelerated Tests for Protective Coatings. 
Committee D-I, 346. 

Tentative Accelerated Life Test for Metallic Materials for Electrical sittin 


Report of Sub-Committee VII, 


613. 
Accelerators. 
Admixtures. Report of Sub-Committee XV, Committee C-9, 305. 
Acetates. 


a Tentative Specifications for Butyl Acetate (85 to 88 per cent Grade), 650. 


Tentative Specifications for Ethyl Acetate (85 to 88 per cent Grade), 649. 
Acetone Extract. 
Tentative Method of Routine Determination of Acetone Extract in Dry Lamp- 
7 black and Dry Bone Black, 675. 
4 Admixtures. Report of Sub-Committee XV, Committee C-9, 305. 
Aggregates. 
Concrete and Concrete Aggregates. Report of Committee C-9, 290. 
A Digest of Report on Effect of Stone Dust on the Properties of Concrete, 
by A. T. Goldbeck. Report of Sub-Committee IX, Committee C-9, Appen- 
dix, 301. 
Effect of Flat Particles on Concrete-Making Properties of Gravel, by Stanton 
Walker and C. E. Proudley. Report of Committee C-9, Appendix II, 322. 
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Aggregates (Continued): 

Specifications and Methods of Test of Aggregates. Report of Sub-Committee _ 
IX, Committee C-9, 298. 

A Study of the Effect of the Method of Fabrication on the Strength and Uni- 
formity of Flexure Test Specimens of Concrete, by L. W. Tellier. Report of 
Committee C-9, Appendix I, 315. 

Tentative Revision of Standard Specifications for Broken Slag for Waterbound 
Base and Wearing Course, 866. 

Tentative Revision of Standard Specifications for Shovel-Run or Crusher-Run 
Broken Slag for Waterbound Base, 867. 

Tentative Specifications for: 

Broken Stone for Bituminous Concrete Base, 706. c 
Broken Stone for Waterbound Base, 704. 
Gravel for Bituminous Concrete Base, 702. 


Alcohol. 
Tentative Specifications for Butanol (Normal Butyl Alcohol), 651. 


Alloy Steel. 
Tentative Revision of Standard Specifications for Carbon-Steel and Alloy- 
Steel Forgings, 853. 


See also Brass; Bronze. 
Basis for Analysis of Test Results of Die-Casting Alloy Investigation, by W. A. 
Shewhart. Report of Sub-Committee XV, Committee B-2, Appendix I, 200. 
Copper and Copper Alloys, Cast and Wrought. Report of Committee B-5, 252. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 242. 
Die-Cast Metals and Alloys. Report of Sub-Committee XV, Committee B-2, 
192. 
 Die-Casting Progress in Europe, by E. V. Pannell. Report of Sub-Committee 
Committee B-2, Appendix II, 211. 
- Discussion on Radiographic Examination of Die-Castings, 236. 

--- Fatigue of Metals. Report of Research Committee, 172. 


High-Temperature and Electrical-Resistance Alloys. Report of Committee 
B-4, 245. 
ke ft Iron-Chromium-Nickel and Related Alloys. Report of Com- 
Light Metals and Alloys, Cast and Wrought. Report of Committee B-7, 255. 
Microscopic Analysis of Specimens of Die-Cast Alloys, by E. H. Dix, Jr., and 
J. F. Keller. Report of Sub-Committee XV, Committee B-2, Appendix = 
III, 215. 
' Radiographic Examination of Die-Cast Test Bars, by Ancel St. John. Report 
of Sub-Committee XV, Committee B-2, Appendix IV, 229. 
_ Report of Special Committee on Standard Micrographs for Comparison of 
Grain Sizes. Report of Committee E-4; Appendix, 511. 
Results of density determinations by the U. S. Bureau of Standards on speci- 
mens of aluminum-base alloy die-castings, 195. 
‘Tentative Accelerated Life Test for Metallic Materials for Electrical Heating, 
613. 


mittee A-10, 165. 
Non-Ferrous Metals and Alloys. Report of Committee B-2, 186. 
Results of chemical analyses of aluminum-base die-cast alloys, 194. 
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Alloys (Continued): 


Tentative Methods of Chemical Analysis of Metallic Materials for Electrical 
Heating, 593. 

Tentative Revision of Standard Methods of Chemical Analysis of Manganese 
Bronze, 859. 

Tentative Revision of Standard Specifications for Bronze Bearing Metal in 
Ingot Form, 858. 


See also Alloys. 

Die-Cast Metals and Alloys. Report of Sub-Committee XV, Committee B-2, 
192. 

Discussion on Radiographic Examination of Die-Castings, 236. 

Light Metals and Alloys, Cast and Wrought. Report of Committee B-7, 255. 

Radiographic Examination of Die-Cast Test Bars, by Ancel St. John. Report 
of Sub-Committee XV, Committee B-2, Appendix IV, 229. 


Results of chemical analyses of aluminum-base die-cast alloys, 194. rea. 
Annapolis Tests. » 


Inspection of the Annapolis Tests. Report of Sub-Committee III, Committee 
A-5, 140. 


See Heat Treatment. 


Annual Meeting. 
Standardiztion and Good Will. Annual Address by the President, G. W. 
Thompson, 42. 
Summary of the Proceedings of the Thirty-second Annual Meeting, 11.. ce 


Arbitration Bar. * 


Correlation of Test Bar and Casting. Report of Sub-Committee XIV, Commit- 
tee A-3, 118. 
Arsenic. 
The Effect of Tin and Arsenic on High-Speed Tool Steel. Report of Research 
Asbestos. 


Tentative oe and Test Methods for Asbestos Tape for Electrical 
Purposes, 821. 


Tentative Methods of Chemical Analysis of Rubber Products, 795. 
Tentative Methods of Testing Untreated Insulating Paper, 758. 
Asphalt. 
Tentative Method of Test for Coarse Particles in Bituminous Materials by 
Means of Elutriation, 722. 


Tentative Specifications for —? for Use in Constructing Built- Up Roof 
Coverings, 719. 


See Corrosion; Exposure Tests. 
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5, 
Tentative Revisions of Standard Specifications for Billet-Steel Concrete Rein- a | 
forcement Bars, 853. 
Tentative Revisions of Standard Specifications for Staybolt, Engine-Bolt and 
Extra-Refined Wrought-Iron Bars, 857. 
Tentative Specifications for Zinc (Hot-Galvanized) Coatings on Structural 
Steel Shapes, Plates and Bars and Their Products, 585. 


Bearing Metal. ’ 
Tentative Revision of Standard Specifications for Bronze Bearing Metal in _ 
Ingot Form, 858. 


Bend Testing. 
Bend Testing. Report of Section, Committee E-1, 492. 


Bessemer. 
See Steel. 


Bituminous Coal. _ 
Bituminous Concrete. 


Tentative Specifications for Broken Stone for Bituminous Concrete Base, e . + 
Tentative Specifications for Gravel for Bituminous Concrete Base, 702. ved 


Bituminous Materials. 
Bituminous Waterprofing and Roofing Materials. Report of Committee D-8, 
425. 
Road and Paving Materials. Report of Committee D-4, 382. 
Tentative Method of Test for Coarse Particles in Bituminous Materials by 
Means of Elutriation, 722. 
Tentative Methods of Testing Cable Splicing and Pothead Compounds, 751. 
Tentative Revisions of Standard Method of Test for Water in Petroleum Prod- 
ucts and Other Bituminous Materials, 870. 
Tentative Revisions of Standard Methods of Sampling and Analysis of Creo- 
sote Oil, 872. 
Blast-Furnace Slags. 
See Slag. 
Blooms, Billets and Slabs. 
See Copper; Forgings; Steel. 
Bleeding. 
Tentative Methods of Test for Bleeding of Pigments, 652. a 
Block. 
Tentative Revisions of: 
Standard Specifications for Block for Durax Granite Pavements, 867. 
Standard Specifications for Block for Granite Block Pavements, 867. 
Standard Specifications for Block for Recut Granite Block Pavements, 867. 
Boilers. 
Proposed Method for Determination of Dissolved Oxygen in Boiler Feed Water. 
Report of Society Representatives on the Joint Research Committee on 
Boiler Feed Water Studies, Appendix, 178. 
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Tentative Revisions of Standard Specifications for Lap-Welded and Seamless 
Steel and Lap-Welded Iron Boiler Tubes, 855. 
Tentative Specifications for Marine Boiler Steel Plates, 561. 
The Joint Research Committee on Boiler Feed Water Studies. Report of 
Society Representatives, 174. el 
Black. 


Tentative Method of Routine Determination of Acetone Extract in Dry 7 
black and Dry Bone Black, 675. 


v 
Brass. 
Report of Special Committee on Standard Micrographs for Comparison of 
Grain Sizes. Report of Committee E-4, Appendix, 511. 


Brick. 4 
Brick, Report of Committee C-3, 271. 


Discussion on Specifications for Brick, 274. 

A Note on the Abrasion Test for Silica Brick, by Sandford S. Cole. Report 
of Committee C-8, Appendix II, 288. 

Recommended Stock Shapes and Sizes of Brick and Tile for Malleable Foundry 
Refractories. Report of Committee C-8, Appendix I, 287. 

Refractories. Report of Committee C-8, 282. 

Tentative Revision of Standard Method of Test for Softening Point of Fire- 


Clay Brick, 864. 
Tentative Specifications for Paving Brick, 628. 
Bronze. on 


Tentative Revision of Standard Methods of Chemical Analysis of Manganese 
Bronze, 859. 
Tentative Revision of Standard Specifications for Bronze Bearing Metal in 
Ingot Form, 858. 
Bronze Powders. 
Tentative Method of Test for Determination of Polishing Lubricant in Alumi- : 
num Powder for Paints (Aluminum Bronze Powder), 676. 
Building Brick. 
Brick. Report of Committee C-3, 271. 
Discussion on Specifications for Brick, 274. 
Building Stones. 
Natural Building Stones. Report of Committee D-18, 484. 
Butanol. 


Cc 


Cable. 
Tentative Methods of Testing Cable Splicing and Pothead Compounds, 751. 
Carbon Residue. 

Carbon Residue. Report of Sub-Committee XXIII, Committee D-2, 371. 
Tentative Revision of Standard Method of Test for Carbon Residue of Petro- 
leum Products (Conradson Carbon Residue), 870, 

' Carburizing. 

See Heat Treatment. 
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Cast Iron. 
Cast Iron. Report of Committee A-3, 113. 
Correlation of Test Bar and Casting. Report of Sub-Committee XIV, Com- > 

mittee A-3, 118. 
Fatigue of Metals. Report of Research Committee, 172. t] 
Heat Treatment of Cast Iron. Report of Sub-Committee XVI, Committee | 
A-3, 125. 
Specifications for Cast-Iron Pipe. Report of Sectional Committee, 131. 
Tentative Specifications for Chilled-Tread Cast-Iron Wheels, 574. 
Tentative Specifications for Gray-Iron Castings for Valves, Flanges and Pipe 
Fittings, 581. 


Castings. 
Basis for Analysis of Test Results of Die-Casting Alloy Investigation, by W. A. _ 
Shewhart. Report of Sub-Committee XV, Committee B-2, Appendix I, 

200. 

Correlation of Test Bar and Casting. Report of Sub-Committee XIV, Com- 
mittee A-3, 118: 

Die-Cast Metals and Alloys. Report of Sub-Committee XV, Committee B-2, 
192. 

Die-Casting Progress in Europe, by E. V. Pannell. Report of Sub-Committee _ 
XV, Committee B-2, Appendix II, 211. 

Discussion on Radiographic Examination of Die-Castings, 236. 

Microscopic Amalysis of Specimens of Die-Cast Alloys, by E. H. Dix, Jr., and 
J. F. Keller. Report of Sub-Committee XV, Committee B-2, Appendix _ 
III, 215. 

Non-Ferrous Metals and Alloys. Report of Committee B-2, 186. 

Radiographic Examination of Die-Cast Test Bars, by Ancel St. John. 
of Sub-Committee XV, Committee B-2, Appendix IV, 229. * 

Tentative Specifications for Gray-Iron Castings for Valves, Flanges and Pipe 


Fittings, 581. 
Cellulose Coatings. a, 
| Tentative Specifications and Tests for Soluble Nitrocellulose, 639. p Pa 
Cement. 
Cement. Report of Committee C-1, 258. roll 


Report of Special Committee on Reference Laboratory for Cement Testing. 
Report of Committee C-1, Appendix I, 262. 
Tentative Outline of Test Procedure for Cooperative Plastic Mortar Tests. 
Report of Committee C-1, Appendix II, 266. 
‘Tentative Revision of Standard Specifications and Tests for Portland Cement 
860. 
Tentative Specifications for Keene’s Cement, 622 


Re and Cement-Concrete Pipe. Report of Committee C-4, 277. 


Chain. 
d Tentative Revision of Standard Specifications for Iron and Steel Chain, 854. 


Chromium. 
Tron- -Chromium, Iron-Chromium-Nickel and Related Alloys. Report of 
Committee A-10, 165. 
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Clay Products. 
Brick. Report of Committee C-3, 271. 
Clay and Cement-Concrete Pipe. Report of Committee C-4, 277. 
Discussion on Specifications for Brick, 274. . 
Tentative Methods of Testing Electrical Porcelain, 738. 
Tentative Revision of Standard Specifications and Tests for Hollow 
Clay Floor Tile, 863. 

Tentative Revision of Standard Specifications and Tests for Hollow Burned- 
Clay Load-Bearing Wall Tile, 862. 

Tentative Specifications for Paving Brick, 628. 

Cloth. 

Tentative Methods of Testing Varnished Cloths and Varnished Cloth Tapes, 

786. : 

Cloud Point. 
7 Report of Joint Committee with American Leather Chemists Association on 
Cold Test of Fatty Oils. Report of Committee D-2, Appendix, 380. 


Burned- 


Coal. 
Coal and Coke. Report of Committee D-5, 390. 
Effect of Coal and Lignite in Sand for Concrete, by P. J. Freeman. Report of 
Committee C-9, Appendix III, 328. 
Tentative Method of Test for Sieve Analysis of Crushed Bituminous Coal, 711. 
; Tentative Method of Test for Size of Anthracite, 708. 
f Tentative Revision of Standard Definitions of Terms Relating to Coal oud 
Coke, 881. 
Tentative Revision of Standard Methods of Laboratory Sampling and Analysis" 
of Coal and Coke, 871. 
The Classification of Coal. Report of Sectional Committee, 396. 


Coal and Coke. Report of Committee D-5, 390. 
: Tentative Revision of Standard Definitions of Terms Relating to Coal and Coke, 
881. 


Tentative Revision of Standard Methods of Laboratory Sampling and Analysis 

; of Coal and Coke, 871. 

Tentative Method of Analysis for the Color Characteristics of Paints in Terms 
of Fundamental Physical Units, 678. 

Committee Reports. 

: “i The committee reports are indexed under the subjects with which the committees 
~~, are concerned; see also Table of Contents, p. 3. . 
Compression Testing. 

A Digest of Report on Effect of Stone Dust on the Properties of Concrete, by A. 

T. Goldbeck. Report of Sub-Committee IX, Committee C-9, Appendix, 301. 

_ Discussion on Bearings in Concrete Testing, 329. 

_ Effect of Flat Particles on Concrete-Making Properties of Gravel, by Stanton 

Walker and C. E. Proudley. Report of Committee C-9, Appendix II, 322. 

Specifications and Methods of Test of Aggregates. Report of Sub-Committee 

IX, Committee C-9, 298. 
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Testing 
Tentative Outline of Test Procedure for Cooperative Plastic ities Tests. 
Report of Committee C-1, Appendix II, 266. 
-. Tentative Methods of Testing Electrical Porcelain, 738. 
Tentative Revision of Standard — of Making and Storing Specimens 
of Concrete in the Field, 864. “ 


Concrete. a 
See also Aggregates. 

Admixtures. Report of Sub-Committee XV, Committee C-9, 305. 

Clay and Cement-Concrete Pipe. Report of Committee C-4, 277. , 

Concrete and Concrete Aggregates. Report of Committee C-9, 290. cs. 

Curing of Concrete. Report of Sub-Committee XIII, Committee C-9, 303. g! 

A Digest of Report on Effect of Stone Dust on the Properties of Concrete, by 
A. T. Goldbeck. Report of Sub-Committee IX, Committee C-9, Appendix, 
301. 

Discussion on Bearings in Concrete Testing, 329. 

Discussion on Specifications for Portland-Cement Concrete for Pavements, 387. 

Effect of Coal and Lignite in Sand for Concrete, by P. J. Freeman. Report of 
Committee C-9, Appendix IIT, 328. 

Effect of Flat Particles on Concrete-Making Properties of Gravel, by Stanton 
Walker and C. E. Proudley. Report of Committee C-9, Appendix II, 322, 

Specifications and Methods of Test of Aggregates. Report of Sub-Committee 
IX, Committee C-9, 298. 

A Study of the Effect of the Method of Fabrication on the Strength and Uni- 
formity of Flexure Test Specimens of Concrete, by L. W. Teller. Report of 
Committee C-9, Appendix I, 315. 

Tentative Outline of Test Procedure for Cooperative Plastic Mortar Tests. 
Report of Committee C-1, Appendix II, 266. 

Tentative Revision of Standard Specifications for Cement-Concrete Sewer Pipe, 
862. 

Tentative Revisions of Standard Methods of Making and Storing Specimens 
of Concrete in the Field, 864. 

Tentative Specifications for Broken Stone for Bituminous Concrete Base, 706. 

Tentative Specifications for Gravel for Bituminous Concrete Base, 702. 


Concrete Reinforcement. 
Tentative Revision of Standard Specientions | for — Steel Concrete Rein- 
forcement Bars, 853. “ 


Copper. 
Copper and Copper Alloys, Cast and Wrought. Report of Committe B-5, 252. 
Copper Wire. Report of Committe B-1, 184. 
Tentative Methods of Chemical Analysis of Metallic Materials for Electrical 


Heating, 593. 


Corrosion. 
Corrosion of Iron and Steel. Report of Committee A-5, 136. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 242. 
_ Die-Cast Metals and Alloys. Report of Sub-Committee XV, Committee B-2, 
192. 
Field Tests of Metallic Coatings. Report of Sub-Committee VIII, Committee 
A-5, 146. 
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Corrosion (Continued): 
Inspection of the Annapolis Tests. Report of Sub-Committee III, Committee 
A-5, 140. 
Total Immersion Tests. Report of Sub-Committee V, Committee A-5, 143 
Cotton. 
Tentative Methods for Indentification of Textile Fibers and Their Quantitative 
Determination in Mixed Goods, 827. 
Tentative Specifications for Chafer Tire Fabrics, 825. 
Crankcase Dilution. 
Crankcase Dilution. Report of Sub-Committee XXV, Committee D-2, 373. 
Creosote Oil. 
Factors to be used for correcting the specific gravity of creosote oil to 100°F. 
when the oil is at temperatures ranging from 60 to 220°F., 409, 873. 
Factors to be used for determining the volume of creosote oil at 100°F. when the 
oil is at temperatures ranging from 60 to 220°F., 410, 874. 
Tentative Revisions of Standard Method of Test for Distillation of Creosote 
Oil, 875. 
Tentative Revisions of Standard Methods of Sampling and Analysis of Creosote 
Oil, 872. 
Timber Preservatives. Report of Sub-Committee VI, Committee D-7, 408. 
Cross-Bending. 


See Flexure Testing. ‘ 

Curing. 
Curing of Concrete. Report of Sub-Committee XIII, Committee C-9, 303. : 


See Waterproofing, = 
Data, Presentation of. 
Basis for Analysis of Test Results of Die-Casting Alloy Investigation, by W. A. 
Shewhart. Report of Sub-Committee XV, Committee B-2, Appendix I, . 
200. 


‘Deleterious Substances. 
Effect of Coal and Lignite in Sand for a by P. J. Freeman. Report 
of Committee C-9, Appendix III, 328. 

Density. 

Methods for Density. Report of Technical Committee V, Committee E-1, 501. 

Results of density determinations by the U. S. Bureau of Standards on speci- 
mens of aluminum-base alloy die-castings, 195. 

Dental Plasters. 

Tentative Specifications for Calcined Gypsum for Use in the Preparation of 
Dental Plasters, 625. 


Basis for Analysis of Test Results of Die-Casting Alloy Investigation, by W. A. 
Shewhart. Report of Sub-Committee XV, Committee B-2, Appendix I, 200. 


. of Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 242. 
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Die-Castings (Continued): 

Die-Cast Metals and Alloys. Report of Sub-Committee XV, Committee B-2, 
192. 

Die-Casting Progress in Europe, by E. V. Pannell. Report of Sub-Committee 
XV, Committee B-2, Appendix II, 211. 

Discussion on Radiographic Examination of Die-Castings, 236. 

Microscopic Analysis of Specimens of Die-Cast Alloys, by E. H. Dix, Jr., and 
J. F. Keller. Report of Sub-Committee XV, Committee B-2, Appendix III, 
215. 

Non-Ferrous Metals and Alloys. Report of Committee B-2, 186. 

Radiographic Examination of Die-Cast Test Bars, by Ancel St. John. Report 
of Sub-Committee XV, Committee B-2, Appendix IV, 229. 

Results of chemical analyses of aluminum-base die-cast alloys, 194. 

: Results of density determinations by the U. S. Bureau of Standards on speci- 

of aluminum-base alloy die-castings, 195. = | 7 


Dielectric Strength. 
Tentative Methods of: 


‘ Testing Cable Splicing and Pothead Compounds, 751. 
>. Testing Electrical Porcelain, 738. 
Testing Insulating Varnishes, 728. 


Diluents. 
‘ Tentative Methods of Sampling and Testing Lacquer Solvents and Diluents, 672. 
or Tentative Specifications for: 
Butanol (Normal Butyl Alcohol), 651. 
Butyl Acetate (85 to 88 per cent Grade), 650. 
Ethyl Acetate (85 to 88 per cent Grade), 649. 
Distillation. 
Crankcase Dilution. Report of Sub-Committee XXV, Committee D-2, 373. 
_ Proposed Methods of Test for Determination of Moisture in Timber. Report 
of Sub-Committee XI, Committee D-7, Appendix, 422. 
_ Tentative Method of Test for Distillation of Crude Petroleum, 687. 
_ Tentative Revision of Standard Method of Test for Distillation of Gasoline, 
Naphtha, Kerosine, and Similar Petroleum Products, 870. 
Tentative Revisions of Standard Method of Test for Distillation of Creosote 
Oil, 875. 
Dust. 
a A Digest of Report on Effect of Stone Dust on the Properties of Concrete, by 
«A, T. Goldbeck. Report of Sub-Committee IX, Committee C-9, Appendix, 
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See Insulating Materials. 
Electrical-Resistance Alloys. _ 
High-Temperature and Electrical-Resistance Alloys. 
B-4, 245. 
- Tentative Accelerated Life Test for Metallic Materials for Electrical Heating, 
Tentative Methods of Chemical Analysis of Metallic Materials for Electrical 
Heating, 593. 
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Elongation. 


Tentative Methods of Testing Varnished Cloths and Varnished Cloth Tapes, 
786. 
Elutriation. 
Tent<tive Method of Test for Coarse Particles in Bituminous Materials by 
Means of Elutriation, 722. 


Executive Committee. Es 
Annual Report of the Executive Committee, 48. ‘ 
Personnel of the Executive Committee, 883. ' 


Expansion, Coefficient of. 
Tentative Methods of Testing Cable Splicing and Pothead Compounds, 751. 


Corrosion of Iron and Steel. Report of Committee A-5, 136. ganda’ tte, 
eet Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 242. 
> Die-Cast Metals and Alloys. Report of Sub-Committee XV, Committee B-2, 


192. 
“ * Inspection of the Annapolis Tests. Report of Sub-Committee III, Committee 

Fatigue. 
Fatigue of Metals. Report of Research Committee, 172. 7s 


Feed Water. 
Proposed Method for Determination of Dissolved Oxygen in Boiler Feed Water. ; 
Report of Society Representatives on the Joint Research Committee on 


Boiler Feed Water Studies, Appendix, 178. : 
The Joint Research Committee on Boiler Feed Water Studies. Report of 

Society Representatives, 174. 


Methods of Fiber Analysis. Report of Sub-Committee VI, Committee D-8, 
429. : 
Tentative Methods of Analysis of Roofing Felt for Fiber Composition, 724. 


Fencing. 
Field Tests of Metallic Coatings. Report of Sub-Committee VIII, Committee 2 
A-5, 146. 
Fibers. 
Methous of Fiber Analysis. Report of Sub-Committee VI, Committee D-8, ; 
429. 
Proposed Revisions of Tentative Methods for Indentification of Textile Fibers | 
and Their Quantitative Determination in Mixed Goods. Report of Committee P 
D-13, Appendix, 475. 
Tentative Methods of Analysis of Roofing Felt for Fiber Composition, 724. 
Tentative Methods for Indentification of Textile Fibers and Their Quantitative _ 
Determination in Mixed Goods, 827. : 


Fineness. 
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Fire Brick. 
A Note on the Abrasion Test for Silica Brick, by Sandford S. Cole. Report 
of Committee C-8, Appendix IT, 288. 
Recommended Stock Shapes and Sizes of Brick and Tile for Malleable Foundry 
Refractories. Report of Committee C-8, Appendix I, 287. 
Refractories. Report of Committee C-8, 282. 
‘Tentative Revision of Standard Method of Test for Softening Point of Fire- 
Brick, 864. 
Fire Tests. 
Fire Tests of Materials and Construction. Report of Committee C-5, 278. _ 
Flanges. 
Tentative Specifications for Gray-Iron Castings for Valves, Flanges and Pipe 
Fittings, 581. 
Flax. 
Tentative Methods for Indentification of Textile Fibers and Their Quantitative 
Determination in Mixed Goods, 827. 


Flat Particles. 
Effect of Flat Particles on Concrete-Making Properties of Gravel, by Stanton 
Walker and C. E. Proudley. Report of Committee C-9, Appendix II, 322. 


Flexure Testing. 
Concrete and Concrete Aggregates. Report of Committee C-9, 290. 
Effect of Flat Particles on Concrete-Making Properties of Gravel, by Stanton 
4. Walker and C. E. Proudley. Report of Committee C-9, Appendix II, 322. 
i Specifications and Methods of Test of Aggregates. Report of Sub-Committee 
. IX, Committee C-9, 298. 
eat’, A Study of the Effect of the Method of Fabrication on the Strength and Uni- 
formity of Flexure Test Specimens of Concrete, by L. W. Teller. Report 
of Committee C-9, Appendix I, 315. 
Tentative Methods of Testing Electrical Porcelain, 738. 
Floor Tile. 
Tentative Revisions of Standard Specifications and Tests for Hollow Burned- 
Clay Floor Tile, 863. 
Forgings. 
i - Tentative Revision of Standard Specifications for Carbon-Steel and Alloy-Steel 
4 Forgings, 853. 
ae Tentative Specifications for Carbon-Steel Forgings for Locomotives, 555. 
Fuel Oil. 
Sulfur Determination and Differentiation. Report of Sub-Committee VII, 
Committee D-2, 362. 
Tentative Method of Test for Sulfur in Motor Fuels, Naphthas and Illuminating 
™» Oils (Lamp Method), 697. 


Galvanizing. 
Corrosion of Iron and Steel. Report of Committee A-5, 136. 
Field Tests of Metallic Coatings. Report of Sub-Committee VIII, Committee 


A-5, 146. 

ay Tentative Specifications for Zinc (Hot-Galvanized) Coatings on Structural 
4 Steel Shapes, Plates and Bars and Their Products, 585. cn 

Zine Coating of Iron and Steel. Report of Sectional Committee, 159. ’ -_ 
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Sulfur Determination and Differentiation. ns of Sub-Committee VII, 
Committee D-2, 362. 

Tentative Method of Test for Sulfur in Motor Fuels, Naphthas and Illuminating 
Oils (Lamp Method), 697. 

Tentative Revision of Standard Method of Test for Distillation of Gasoline, 
Naphtha, Kerosine, and Similar Petroleum Products, 870. 

 Gneiss. 

A Digest of Report on Effect of Stone Dust on the Properties of Concrete, by 

A. T. Goldbeck. Report of Sub-Committee IX, Committee C-9, se rey 


Grain Sizes. 


Granite, 

Tentative Revisions of: 

Standard Specifications for Block for Durax Granite Pavements, 867. 

Standard Specifications for Block for Granite Block Pavements, 867. 

Standard Specifications for Block for Recut Granite Block Pavements, 
867. 


Gravel. 

Effect of Flat Particles on Concrete-Making Properties of Gravel, by Stanton 
Walker and C. E. Proudley. Report of Committee C-9, Appendix II, 322 

A Study of the Effect of the Method of Fabrication on the Strength and Uni- 
formity of Flexure Test Specimens of Concrete, by L. W. Teller. Report of 
Committee C-9, Appendix I, 315. 

Tentative Specifications for Gravel for Bituminous — Base, 702. 
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Gravity. 
See Specific Gravity, 
Gypsum. 
Field test for Keene’s cement, Tentative Specifications for Keene’s Cement, 622. 
Gypsum. Report of Committee C-11, 332. 7 


Tentative Definitions of Terms Relating to the Gypsum Industry, 627. 
Tentative Specifications for Calcined Gypsum for Use in the Preparation of 


Dental Plasters, 625. 
Tentative Specifications for Keene’s Cement, 622. “ ; 
Hardness Testing. 
Tentative Method of Test for Hardness of Soft Rubber (in Slab Form), 819. 
Heat Treatment. 
Heat Treatment of Cast Iron. Report of Sub-Committee XVI, Committee 


A-3, 125. 
Tentative Specifications for Carbon-Steel Forgings for Locomotives, 555. 
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High Temperature. 

Dimensions and Weights of Lap-Welded and Seamless Steel Pipe for High- 
Temperature Service. Report of Sectional Committee on Wrought Iron and 
Wrought Steel Pipe and Tubing, Appendix, 112. 

_ High-Temperature and Electrical-Resistance Alloys. Report of Committee 

245. 

Refractories. Report of Committee C-8, 282. 

Tentative Accelerated Life Test for Metallic Materials for Electrical Heating, 
613. 

Tentative Methods of Chemical Analysis of Metallic Materials for Electrical 


Illuminating Oils. 
Tentative Method of Test for Sulfur in Motor Fuels, Naphthas and Illuminating 
Oils (Lamp Method), 697. 
Immersion. 
Total Immersion Tests. Report of Sub-Committee V, Committee A-5, 143. 
Insulating Materials. 
Electrical Insulating Materials. Report of Committee D-9, 438. 
Tentative Methods of: 
Chemical Analysis of Rubber Products, 795. 
Test for Resistivity of Insulating Materials, 773. 
Testing Cable Splicing and Pothead Compunds, 751. 
Testing Electrical Porcelain, 738. 
Testing Insulating Varnishes, 728. 
Testing Untreated Insulating Paper, 758. 
Testing Varnished Cloths and Varnished Cloth Tapes, 786. 
Tentative Revision of Standard Methods of Testing Electrical Insulating Oils. 
Report of Committee D-9, Appendix, 457. 
Tentative Revisions of Standard Methods of Testing Electrical Insulating 
Oils, 875. 
Tentative Revisions of Standard Methods of Testing Molded Insulating Mater- 
ials, 880. 
Tentative Specifications and Test Methods for Asbestos Tape for Electrical 
Purposes, 821. 


Iron. 
Cast Iron. Report of Committee A-3, 113. 
Ry Correlation of Test Bar and Casting. Report of Sub-Committee XIV, Commit- 
A-3, 118. 
or _ Corrosion of Iron and Steel. Report of Committee A-5, 136. 
a _ Field Tests of Metallic Coatings. Report of Sub-Committee VIII, Committee 
aid A-5, 146. 
Heat Treatment of Cast Iron. Report of Sub-Committee XVI, Committee 
A-3, 125. 
Inspection of the Annapolis Tests. Report of Sub-Committee III, Committee 


A-5, 140. 
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Iron- Iron-Chromium-Nickel and Related Report of 
Committee A-10, 165. 
Magnetic Analysis. Report of Committee A-8, 164. 
Magnetic Properties. Report of Committee A-6, 162. 
Proposed Revisions in Standard Specifications for Wrought Iron. Report of 
Committee A-2, Appendix, 108. 

Specifications for Cast-Iron Pipe. Report of Sectional Ccinuiiien, 131. 

Standardization of Dimensions and Material of Wrought Iron and Wrought 
Steel Pipe and Tubing. Report of Sectional Committee, 111. 

Tentative Definitions of Terms, with Units and Symbols, Relating to Magnetic 
Testing, 589. 

Tentative Revisions of: 
Standard Methods of Test for Magnetic Properties of Iron and Steel, 858. . 
Standard Specifications for Hollow Rolled Staybolt Iron, 857. 

Standard Specifications for Iron and Steel Chain, 854. 
Standard Specifications for Lap-Welded and Seamless Steel and Lap- 
Welded Iron Boiler Tubes, 855. 
Standard Specifications for Staybolt, Engine-Bolt and Extra-Refined 
Wrought-Iron Bars, 857. 
Standard Specifications for Welded Wrought-Iron Pipe, 856. 
Tentative Specifications for Chilled-Tread Cast-Iron Wheels, 574. 
Tentative Specifications for Gray-Iron Castings for Valves, Flanges and Pipe 
Fittings, 581. 

Total Immersion Tests. Report of Sub-Committee V, Committee A-5, 143. 

Wrought Iron. Report of Committee A-2, 105. 

Zinc Coating of Iron and Steel. Report of Sectional Committee, 159. 
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Tentative Methods for Indentification of Textile Fibers and Their Quantitative 
Determination in Mixed Goods, 827. 
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Field test for Keene’s cement, Tentative Ke ene’ s Contes 624. 
Tentative Specifications for Keene’s Cement, 622. 


7 Tentative Method of a and Testing Lacquer Solvents and Diluents, 672. 
‘ Tentative Methods of Test for Bleeding of Pigments, 652. 


“Lampblack. 
7 oh Tentative Method of Routine Determination of Aestame Extract in Dry Lamp- 
black and Dry Bone Black, 675. 
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Test. 


Tentative Accelerated Life Test for Metallic Materials for Electrical Heating, 
613. 
Lignite. 


Effect of Coal and Lignite in Sand for Concrete, by P. J. Freeman. Report 


of Committee C-9, Appendix IIT, 328. — 
Lime. 


en Lime. Report of Committee C-7, 280. 
Tentative Revision of Standard Specifications for Hydrated Lime for Structural 


Po. Purposes, 860. 
Limestone. 
A Digest of Report on Effect of Stone Dust on the Properties of Concrete, by 
A. T. Goldbeck. Report of Sub-Committee 1X, Committee C-9, Appendix, 
301. 
Locomotives and Cars. 
Tentative Specifications for: 
Carbon-Steel Forgings for Locomotives, 555. 
Chilled-Tread Cast-Iron Wheels, 574. 
Heat-Treated Carbon-Steel Helical Springs, 566. 


Lubricants. 
Petroleum Products and Lubricants. Report of Committee D-2, 351. 
_ Tentative Method of Test for Precipitation Number of Lubricating Oils, 694. 
Tentative Revisions of Standard Method of Test for Viscosity of Petroleum 
Products and Lubricants, 869. 


Magnesium. 
Light Metals and Alloys, Cast and Wrought. Report of Committee B-7, 255. 
Magnetic Testing. 
pan Magnetic Analysis. Report of Committee A-8, 164. 
s Magnetic Properties. Report of Committee A-6, 162. 
__-- ‘Tentative Definitions of Terms, with Units and Symbols, Relating to Magnetic 
Testing, 589. 
‘Tentative Revision of Standard Methods,.of Test for Magnetic Properties of 
Iron and Steel, 858. 
Manganese Bronze. 
Tentative Revision of Standard Methods of Chemical Analysis of Manganese 
Bronze, 859. 
Marine Boiler. 
Tentative Specifications for Marine Boiler Steel Plates, 561. 
Mechanical Analysis. 
Size and Shape. Report of Technical Committee IV, Committee E-1, 498. 
Tentative Methods of: 
pee! a6 Test for Coarse Particles in Bituminous Materials by Means of Elutria- 
tion, 722. 
re Test for Sieve Analysis of Crushed Bituminous Coal, 711. 
Test for Size of Anthracite, 708, 
Metallic Coatings. 
See Galvanizing; Zinc. 
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Metallography. Report of Committee E-4, 505. 

Microscopic Analysis of Specimens of Die-Cast Alloys, by E. H. Dix, Jr., and 
J. F. Keller. Report of Sub-Committee XV, Committee B-2, Appendix 
III, 215. 

Report of Special Committee on Standard Micrographs for Comparison of Grain 
Sizes. Report of Committee E-4, Appendix, 511. 

X-ray Crystal Analysis. Report of Sub-Committee VI, Committee E-4, 508. 

Methods of Testing. 

See Testing, Methods of. 

‘Microscopic Analysis. 

: Microscopic Analysis of Specimens of Die-Cast Alloys, by E. H. Dix, Jr., and 

J. F. Keller. Report of Sub-Committee XV, Committee B-2, Appendix III, 

215. 


Report of Committee C-1, Appendix II, 266. 
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, ty Precipitation. Report of Sub-Committee IX, Committee D-2, 364. 


Tentative Method of Test for Distillation:of Crude Petroleum, 687. 
p= ft ; Tentative Method of Test for Sulfur in Motor Fuels, Naphthas and Illuminating 


1 Oils (Lamp Method), 697. 
Neatsfoot Oil. 

ae Report of Joint Committee with American Leather Chemists Association on 
Ny ‘ Cold Test of Fatty Oils. Report of Committee D-2, Appendix, 380. 


Neutralization. 
eee Tentative Methods of Sampling and Testing Lacquer Solvents and Diluents, 
672. 
Tentative Methods of Testing Untreated Insulating Paper, 758. 
Nickel. 
Iron-Chromium, Iron-Chromium-Nickel and Related Alloys. Report of 
Committee A-10, 165. 
Tentative Accelerated Life Test for Metallic Materials for Electrical Heating, 
613. 
Tentative Methods of Chemical Analysis of Metallic Materials for Electrical 
Heating, 593. 


Modulus of Rupture. iat. 
Moisture. 
Moisture Content of Timber. Report of Sub-Committee XI, Committee D-7, 
412. 
oe Paraffin Wax. Report of Sub-Committee III, Committee D-2, 359. 
7 ox: Proposed Methods of Test for Determination of Moisture in Timber. Report 
. . of Sub-Committee XI, Committee D-7, Appendix, 422. 
’ Tentative Methods of Test for Expressible Oil and Moisture in Paraffin Waxes, 
682. 
Mortar. 
_ Tentative Outline of Test Procedure for Cooperative Plastic Mortar Tests. — 
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Nitrocellulose. 
Tentative Specifications and Tests for Soluble Nitrocellulose, ee: 
Nomenclature. 

Nomenclature and Definitions. Report of Committee E-8, 525. i 


Tentative Definitions of: 
Terms Relating to the Gypsum Industry, 627. 
Terms Relating to Timber, 713. 
Terms, with Units and Symbols, Relating to Magnetic aes 589. 
Tentative Revisions of: 
Standard Definition of the Term Sand, 865. 
Standard Definitions of Terms Relating to Coal and Coke, 881. 
Standard Definitions of Terms Relating to Paint Specifications, 881. 
Standard Definitions of Terms Relating to Refractories, 866. 
Standard Definitions of Terms Relating to Textile Materials, 882. 


See also Lubricants. 
Carbon Residue. Report of Sub-Committee XXIII, Committee D-2, 371. 
Crankcase Dilution. Report of Sub-Committee XXV, Committee D-2, 373. 
Paraffin Wax. Report of Sub-Committee III, Committee D-2, 359. 
a Petroleum Products and Lubricants. Report of Committee D-2, 351. 
Report of Joint Committee with American Leather Chemists Association 
7 on Cold Test of Fatty Oils. Report of Committee D-2, Appendix, 380. 
a Tentative Methods of: 
; Test for Distillation of Crude Petroleum, 687. - 
Test for Expressible Oil and Moisture in Paraffin Waxes, 682. 
Test for Precipitation Number of Lubricating Oils, 694. 
Test for Sulfur in Motor Fuels, Naphthas and Illuminating Oils (Lamp 
Method), 697. 
Tentative Revision of Standard Methods of Testing Electrical Insulating Oils. 
Report of Committee D-9, Appendix, 457. 
Tentative Revisions of: 
Standard Method of Test for Distillation of Creosote Oil, 875. 
Standard Methods of Sampling and Analysis of Creosote Oil, 872. 
Standard Methods of Testing Electrical Insulating Oils, 875. 
Timber Preservatives. Report of Sub-Committee VI, Committee D-7, 408. 
_ Turbine Oils. Report of Sub-Committee XI, Committee D-2, 369. 


Oxidation. 
Turbine Oils. Report of Sub-Committee XI, Committee D-2, 369. 


Oxygen. 
Proposed Method for Determination of Dissolved Oxygen in Boiler Feed Water. 
_ Report of Society Representatives on the Joint Research Committee on Boiler 
Feed Water Studies, Appendix, 178. 


Methods of Analysis of Paint Materials. Report of Sub- VIII, 
Committee D-1, 348. 
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Paints (Continued): y 
Preservative Coatings for Structural Materials. Report of Committee D-1, | 
337. 
Tentative Methods of: 
Analysis for the Color Characteristics of Paints in Terms of Fundamental — 
Physical Units, 678. 
Test for Bleeding of Pigments, 652. 
Test for Determination of Polishing Lubricant in Aluminum Powder for | 
Paints (Aluminum Bronze Powder), 676. 
Tentative Revision of Standard Definitions of Terms Relating to Paint Speci- 
fications, 881. 7 


Paper. 
Tentative Methods of Testing Untreated Insulating Paper, 758. ne 


Papers and Publications. 
Papers and Publications. Report of Committee E-6, 522 =, 


Paraffin Wax. 
Paraffin Wax. Report of Sub-Committee III, Committee D-2, 359. 
Tentative Method of Test for Expressible Oil and Moisture in Paraffin Waxes, 


Size and Shape. Report of Technical Committee IV, Committee E-1, 498. 


Pavements. 


Tentative Revision of Standard Specifications for Block for Durax Granite 
Pavements, 867. 

Tentative Revision of Standard Specifications for Block for Recut Granite 
Block Pavements, 867. 

Tentative Specifications for Paving Brick, 628. 


Discussion on Specifications for Portland-Cement Concrete for Pavements, nite 


Paving Brick. 
Brick. Report of Committee C-3, 271. 
Tentative Specifications for Paving Brick, 628. 


y Petroleum Products. 

Carbon Residue. Report of Sub-Committee XXIII, Committee D-2, 371. - 

Crankcase Dilution. Report of Sub-Committee XXV, Committee D-2, 373. _ 

Paraffin Wax. Report of Sub-Committee III, Committee D-2, 359. - 

Petroleum Products and Lubricants. Report of Committee D-2, 351. 

Precipitation. Report of Sub-Committee IX, Committee D-2, 364. 

Report of Joint Committee with American Leather Chemists Association on 
Cold Test of Fatty Oils. Report of Committee D-2, Appendix, 380. 

Sulfur Determination and Differentiation. Report of Sub-Committee VII, 
Committee D-2, 362. we, 


Test for Distillation of Crude Petroleum, 687. $= 


t Test for Expressible Oil and Moisture in Paraffin Waxes, 682. —e 
. Test for Precipitation Number of Lubricating Oils, 694. ow 
Test for Sulfur in Motor Fuels, Naphthas, and Illuminating Oils (Lamp 
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Petroleum Products (Continued): 
Tentative Revisions of: 
Standard Method of Test for Carbon Residue of Petroleum Products 
(Conradson Carbon Residue), 870. 
Standard Method of Test for Distillation of Gasoline, Naphtha, Kerosine 
and Similar Petroleum Products, 870. 


cants, 869. 
ip Standard Method of Test for Water in Petroleum Products and Other 
es Bituminous Materials, 870. 
Turbine Oils. Report of Sub-Committee XI, Committee D-2, 369. 


Pigments. 
Preservative Coatings for Structural Materials. Report of Committee D-1, 337. 
Tentative Method of Test for Determination of Polishing Lubricant in Aluminum 
Powder for Paints (Aluminum Bronze Powder), 676. 
Tentative Methods of Test for Bleeding of Pigments, 652. : 
Pipe. 
Clay and Cement-Concrete Pipe. Report of Committee C-4, 277. 
Dimensions and Weights of Lap-Welded and Seamless Steel Pipe for High- 
Temperature Service. Report of Sectional Committee on Wrought Iron 
and Wrought Steel Pipe and Tubing, Appendix, 112. 
Specifications for Cast-Iron Pipe. Report of Sectional Committee, 131. 
Standardization of Dimensions and Material of Wrought Iron and Wrought 
Steel Pipe and Tubing. Report of Sectional Committee, 111. 
Tentative Revisions of: 
Standard Specifications for Cement-Concrete Sewer Pipe, 862. 
Standard Specifications for Lap-Welded and Seamless Steel and Lap- 
Welded Iron Boiler Tubes, 855. 
Standard Specifications for Welded and Seamless Steel Pipe, 854. 
Standard Specifications for Welded Wrought-Iron Pipe, 856. 
Tentative Specifications for Gray-Iron Castings for Valves, Flanges and Pipe 


Gypsum. Report of Committee C-11, 332. 


Tentative Specifications for Calcined Gypsum for Use in the Preparation of 
Dental Plasters, 625. 
Plates. 
Tentative Specifications for Marine Boiler Steel Plates, 561. 
Tentative Specifications for Zinc (Hot-Galvanized) Coatings on Structural 
Steel Shapes, Plates and Bars and Their Products, 585. 
Polishing Lubricant. 
Tentative Method of Test for Determination of Polishing Lubricant in Alumi- 
num Powder for Paints (Aluminum Bronze Powder), 676. 
Porcelain. 
Tentative Methods of Testing Electrical Porcelain, 738. + ; 7 ant 


Porosity. 


Pothead Compounds. 
Tentative Methods of Testing Cable Splicing and Pothead Compounds, 751. 
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Report of Joint Committee with American Leather Chernists Association on 
Cold Test of Fatty Oils. Report of Committee D-2, Appendix, 380. 


Precipitation Number. 
Precipitation. Report of Sub-Committee IX, Committee D-2,364. 
Tentative Method of Test for Precipitation Number of Lubricating Oils, 694. 


Protective Coatings. 
Accelerated Tests for Protective Coatings. Report of Sub-Committee VII, 
Committee D-1, 346. 
Corrosion of Iron and Steel. Report of Committee A-5, 136. 
Field Tests of Metallic Coatings. Report of Sub-Committee VIII, Committee 
A-5, 146. 
Methods of Analysis of Paint Materials. Report of Sub-Committee VIII, 
Committee D-1, 348. 
Preservative Coatings for Structural Materials. Report of Committee D-1, 
337. 
Tentative Methods of: 
Analysis for the Color Characteristics of Paints in Terms of Fundamental 
Physica] Units, 678. 
_- Routine Determination of Acetone Extract in Dry Lampblack and Dry 
Bone Black, 675. 
Sampling and Testing Lacquer Solvents and Diluents, 672. 
4 _ Sampling and Testing Shellac, 655. 
"Pest for Bleeding of Pigments, 652. 
Test for Determination of Polishing Lubricant in Aluminum Powder for 
Paints (Aluminum Bronze Powder), 676. 
Tentative Revision of Standard Definitions of Terms Relating to Paint Speci- 
fications, 881. 
Tentative Specifications for: 
Butanol (Normal Butyl Alcohol), 651. 
Butyl Acetate (85 to 88 per cent Grade), 650. 
Dry Bleached Shellac, 637. 
Ethyl Acetate (85 to 88 per cent Grade), 649. 
Orange Shellac, 638. 
= Soluble Nitrocellulose, 639. 


Publications. 
Annual Report of the Executive Committee, 48. 
Papers and Publications. Report of Committee E-6, 522. 


Radiography. 
See X-ray. 
Rails. 
Tentative Revision of Standard Specifications Carbon-Steel 
Tentative Specifications for Treated Carbon-Steel Helical 566. 
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Tentative Methods - r Indentification of Textile Fibers and Their Quantitative 
Determination in Mixed Goods, 827. 
Rattler Test. 
A Note on the Abrasion Test for — Brick, by Senne e Cole. Report of 
Committee C-8, Appendix II, 
Tentative Specifications for 628. 
Rayon. 
Tentative Methods for Indentification of Textile Fibers and Their Quantitative 
Determination in Mixed Goods, 827. 
Refractories. 
A Note on the Abrasion Test for Silica Brick, by Sandford S. Cole. Report of 
Committee C-8, Appendix II, 288. 
Recommended Stock Shapes and Sizes of Brick and Tile for Malleable Foundry 
Refractories. Report of Committee C-8, Appendix I, 287. 
Refractories. Report of Committee C-8. 282. 
Ey Tentative Revision of Standard Definitions of Terms Relating to Refractories, 


ies Tentative Revision of Standard Method of Test for iene Point of Fire- 
Clay Brick, 864. 


Research. 
Correlation of Research. Report of Committee E-9, 538. 
RS Curing of Concrete. Report of Sub-Committee XIII, Committee C-9, 303. 


Fatigue of Metals. Report of Research Committee, 172. 
List of A.S.T.M. Research Projects. Report of Committee E-9, Appendix, 
543. 
7 1 oa Proposed Metnod for Determination of Dissolved Oxygen in Boiler Feed Water. 
pe Report of Society Representatives on the Joint Research Committee on 
ay Boiler Feed Water Studies, Appendix, 178. 
The Effect of Tin and Arsenic on High-Speed Tool Steel. Report of Research 
Committee, 167. 
The Joint Research Committee on Boiler Feed Water Studies. Report of 
Society Representatives, 174. 
Yield Point of Structural Steel. Report of Research Committee, 101. Dis- 
cussion, 104. 
Resistivity. 
High-Temperature and Electrical-Resistance Alloys. Report of Committee 
B-4, 245. 
Tentative Methods of Test for Resistivity of Insulating Materials, 773. 
Road Materials. 
Discussion on Specifications for Portland-Cement Concrete for Pavements, 
387. 
Road and Paving Materials. Report of Committee D-4, 382. 
Tentative Revisions of: 
Standard Specifications for Block for Granite Block Pavements, 867. 
Standard Specifications for Broken Slag for Waterbound Base and Wearing _ 
Course, 866. 


Standard Specifications for Shovel-Run or Crusher-Run Broken Slag for 
Waterbound Base, 867. 
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Road Materials (Continued): 
Tentative Specifications for: 
ope _ Broken Stone for Bituminous Concrete Base, 706. 
i Broken Stone for Waterbound Base, 704. 
ie Gravel for Bituminous Concrete Base, 702. 


Paving Brick, 628. 
Roofing. 
‘a Bituminous Waterproofing and Roofing Materials. Report of Committee D-8, 


Slate. Report of Committee D-16, 480. 


4 425. 
Methods of Fiber Analysis. Report of Sub-Committee VI, Committee D-8, 429. 
Tentative Methods of Analysis of Roofing Felt for Fiber Composition, 724. ; 


: Tentative Specifications for Asphalt for Use in Constructing Built-Up Roof 
Coverings, 719. 
Rosin. 
Tentative Methods of Sampling and Testing Shellac, 655. 
Rubber Products. 


é Rubber Products. Report of Committee D-11, 463. 

Tentative Method of Test for Hardness of Soft Rubber (in Slab Form), 819. 
: : Tentative Methods of Chemical Analysis of Rubber Products, 795. 
| Tentative Revision of Standard Methods of Testing Rubber Products, 880. 
Tentative Revision of Standard Specifications for Rubber = Valves, 868. 


f - é (Methods of sampling are indexed under the subjects covered by ian 
Sand. 
: See also Aggregates; Road Materials. 
Effect of Coal and Lignite in Sand for Concrete, by P. J. Freeman, Report of © 


Committee C-9, Appendix III, 328. 


A Study of the Effect of the Method of Fabrication on the Strength and Uni- 
formity of Flexure Test Specimens of Concrete, by L. W. Teller. Report of 
Committee C-9, Appendix I, 315. d 

Tentative Outline of Test Procedure for Cooperative Plastic Mortar Tests. 
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of Committee A-1, Appendix, 96. 
Standardization of Dimensions and Material of Wrought Iron and Wrought 
Steel Pipe and Tubing. Report of Sectional Committee, 111. 
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The Effect of Tin and Arsenic on High-Speed Tool Steel. Report of Research 
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Yield Point of Structural Steel. Report of Research Committee, 101. Dis- 
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Stone. 
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Tentative Methods of Testing Varnished Cloths and Varnished Cloth Tapes, 786. 
Tentative Specifications and Test Methods for Asbestos Tape for Electrical 
Purposes, 821. ~~ 
Temperature, Effect of. 
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cussion, 104. 
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x Tentative Accelerated Life Test for Metallic Materials for Electrical Heating, 
613. 
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Recommended Stock Shapes and Sizes of Brick and Tile for Malleable Foundry 
Refractories. Report of Committee C-8, Appendix I, 287. 
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412. 
Proposed Methods of Test for Determination of Moisture in Timber. Report 
of Sub-Committee XI, Committee D-7, Appendix, 422. 
Tentative Definitions of Terms Relating to Timber, 713. 
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Standard Method of Test for Distillation of Creosote Oil, 875. 
Standard Methods of Sampling and Analysis of Creosote Oil, 872. 


— Supyect INDEX 
Tile. 
sl! 
> tandard Spe ations for Structural Wood Joist, Planks, Beat Stringers 


Timber (Continued): 
Timber. Report of Committee D-7, 405. 
Timber Preservatives. Report of Sub-Committee VI, Committee D-7, 408. | 


Timber Preservatives. 
Timber Preservatives. Report of Sub-Committee VI, Committee D-7, 408. 


Tin. 
The Effect of Tin and Arsenic on High-Speed Tool Steel. Report of Research 
Committee, 167. 
Tire Fabrics. 
Tentative Specifications for Chafer Tire Fabrics, 825. 
Tool Steel. 
The Effect of Tin and Arsenic on High-Speed Tool Steel. Report of —_ 
Committee, 167. 
Track Spikes. 
Tentative Revision of Standard Specifications for Steel Track Spikes, 853. 
Transformer Oils. 
Tentative Revision of Standard Methods of Testing Electrical Insulating Oils. 
Report of Committee D-9, Appendix, 457. 
Tentative Revisions of Standard Methods of Testing Electrical Insulating 
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A Digest of Report on Effect of Stone Dust on the Properties of Concrete, by 
‘A. T. Goldbeck. Report of Sub-Committee IX, Committee C-9, Appendix, 
301. 
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Standardization of Dimensions and Material of Wrought Iron and Wrought 
Steel Pipe and Tubing. Report of Sectional Committee, 111. 
Tentative Revisions of Standard Specifications for Lap-Welded and Seamless 
Steel and Lap-Welded Iron Boiler Tubes, 855. 
Turbine Oils. 
Turbine Oils. Report of Sub-Committee XI, Committee D-2, 369. 
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Valves. 
Tentative Revision of Standard Specifications for Rubber Pump Valves, 868. 
Tentative Specifications for Gray-Iron Castings for Valves, Flanges and Pipe 
Fittings, 581. 
Varnish. 
Tentative Methods of: 
v 7 Sampling and Testing Shellac, 655. 
ie Testing Insulating Varnishes, 728. “ 
Testing Varnished Cloths and Varnished Cloth Tapes, 786. ee tae 
Viscosity. 
Tentative Revisions of Standard Method of Test for Viscosity of Petroleum 
Products and Lubricants, 869. ’ 
Volume Change. 
Factors to be used for determining the volume of creosote oil at 100°F. when 
the oil is at temperatures ranging from 60 to 220°F., 410, 874. 
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Proposed Method for Determination of Dissolved Oxygen in Boiler Feed Water. 
Report of Society Representatives on the Joint Research Committee on 
Boiler Feed Water Studies, Appendix, 178. 

Tentative Revisions of Standard Method of Test for Water in Petroleum Prod- 
ucts and Other Bituminous Materials, 870. 

The Joint Research Committee on Boiler Feed Water Studies. Report of 
Society Representatives, 174. 
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See Abrasion. 

Wheels. 

Tentative Specifications for Chilled-Tread Cast-Iron Wheels, 574. 
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613. 


Wool. 
Tentative Methods for Indentification of Textile Fibers and Their Quantita- 
tive Determination in Mined Goods, 827. 
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Discussion on Radiographic Examination of Die- on 236. 
Metallography. Report of Committee E-4, 505. ; 
Radiographic Examination of Die-Cast Test Bars, by Ancel St. John. Report | 
of Sub-Committee XV, Committee B-2, Appendix IV, 229. 
X-ray Crystal Analysis. Report of Sub-Committee VI, Committee E-4,508. = 


Yield Point of Structural Steel. Report of Research Committee, 101. 
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